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MEMORANDUM 

To: Abraham Prado, City of Hollister 

From: Frederik Venter, P.E. Kimley-Horn & Associates, Inc. 

Date: January 13, 2021 

Subject: 
Fair Share Analysis for the Proposed DJC5 Warehouse at 1500 Citation Way, 
Hollister, CA – Draft Memorandum  

 

The proposed DJC5 Warehouse at 1500 Citation Way in Hollister, CA, located near the southwest 
corner of San Felipe Road and Flynn Road, would construct a warehouse facility with approximately 
128,524 square-foot building and 970 proposed loading and parking spaces. An Addendum to the 
previously certified Citation Business Park Environmental Impact Report (EIR) was prepared by Kimley-
Horn and Associates, Inc. as part of the California Environmental Quality Act (CEQA) process. The 
following improvements have been identified in coordination with the City of Hollister (City) in which the 
project will contribute a fair share towards the improvements: 

1. A roundabout control at the intersection of Flynn Road and San Felipe Road as an alternative 
to stop/signal control with acceleration/deceleration lanes on San Felipe Road.  

2. Restripe westbound approach to add a westbound left-turn lane at Flynn Road and Bolsa Road-
State Route 25 (SR 25) and/or construct acceleration/deceleration lanes along Bolsa Road/SR 
25. 

3. Contribute towards the existing traffic signal at this intersection at Fallon Road and San Felipe 
Road. 

FAIR SHARE ANALYSIS 
The fair share contribution of the project was calculated for the improvements at each intersection 
based on the following formula: 

 

 
Note:  
Project PM trips = Total project trips generated at the intersection in the PM peak hour 
Existing PM volumes = Total Existing volumes entering the intersection in the PM peak hour 
Cumulative PM volumes = Total Cumulative volumes entering the intersection in the PM peak hour 

Utilizing the PM peak hour project volumes present a reasonable approach for calculating the fair share 
payment of the project toward the proposed intersection control measures. Existing and Cumulative 
intersection volumes were developed based on traffic volumes provided in the Citation Business Park 
EIR, City of Hollister General Plan, and the Chappell Road Area Pre-Zone and Annexation Traffic 
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Impact Analysis. Volumes were adjusted based on the Association of Monterey Bay Area Governments 
(AMBAG) travel demand model.  

Flynn Road and San Felipe Road 
A roundabout is proposed as an alternative control measure at the intersection of Flynn Road and San 
Felipe Road. Layouts for three development scenarios are indicated below.  

 Interim Conditions Roundabout – Full access to Flynn Road to the west and 
driveway/frontage access to the east. The roundabout has two circulating lanes north/south 
and one circulating lane east/west. This concept is shown in Figure 1.  

 Cumulative Conditions Roundabout (without Flynn Road extension to the east) – Full 
access to Flynn Road to the west and driveway/frontage access to the east. The roundabout 
has two circulating lanes north/south and in the eastbound direction and one circulating lane in 
the westbound direction. This concept is shown in Figure 2.  

 Cumulative Conditions Roundabout (with Flynn Road extension to the east) – Full access 
to Flynn Road to the west and an extension of Flynn Road to the east as identified in the 
Citation Business Park EIR. The roundabout has two circulating lanes north/south and in the 
eastbound direction, one circulating lane in the westbound direction, and a westbound right-
turn slip lane. This concept is shown in Figure 3. This alternative will require closure of the 
frontage road and the businesses on the frontage road would obtain access by the right-in 
right-out driveways just north and south of the proposed roundabout.  

The construction of a roundabout at this intersection is estimated to cost $2.5 million to $3 million. The 
project is expected to generate 64 trips at the intersection in the PM peak hour and should contribute 
to 5.15 percent of the roundabout costs.  

Figure 1 – Roundabout Concept – Interim Plus Project Conditions 
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Figure 2 – Roundabout Concept – Cumulative Plus Project Conditions  
(Without Flynn Road Extension to the east) 

 

Figure 3 – Roundabout Concept – Cumulative Plus Project Conditions  
(With Flynn Road Extension to the east) 

 

An alternative intersection control would include an interim side-street stop-control and the installation 
of a traffic signal in the future/cumulative conditions. To accommodate side-street stop-control, 
acceleration lanes and deceleration lanes would have to be provided at the intersection. Acceleration 
lanes would be constructed along San Felipe Road on the north leg and south leg for vehicles making 
an eastbound left-turn and eastbound right-turn, respectively. Deceleration lanes would be constructed 
along San Felipe Road on the north leg and south leg for vehicles making a southbound right-turn and 
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northbound right-turn, respectively. The cost for each acceleration/deceleration lane is approximately 
$400,000 to $500,000 for a total of $1.6 million to $2 million for four acceleration/deceleration lanes in 
the interim conditions. Acceleration/deceleration lanes should be designed based on standards within 
the latest Caltrans Highway Design Manual (HDM).  Installing a signal would add approximately $1 
million to $1.1 million for a total cost of $2.6 million to $3.1 million. It should be noted that signal 
maintenance cost is not included in the calculations. The project is expected to generate 64 trips at the 
intersection in the PM peak hour and would contribute to 5.15 percent of the alternative intersection 
control costs. The fair share cost for the two alternatives are indicated in Table 1.  

Flynn Road and Bolsa Road/SR 25 
The westbound approach at the intersection of Flynn and Bolsa Road is conditioned to be restriped to 
include a westbound left-turn. The estimated cost of restriping the east leg is approximately $10,000. 
However, there is currently insufficient roadway width to simply stripe a separate westbound left-turn 
lane.  Since the improvement is only along Flynn Road and the volume growth from Existing to 
Cumulative conditions along Flynn Road is contributed by the project and the proposed Airpark 
Business Center (located north of Flynn Road between Bolsa/SR 25 and San Felipe Road), the fair 
share contribution was calculated based on the volumes contributed by each project. The project is 
expected to generate 64 trips at the intersection in the PM peak hour and would contribute to 15.5 
percent of the improvement costs.  

This intersection currently has a southbound left-turn lane with a storage and deceleration length of 
approximately 390 feet plus the bay taper. This left-turn pocket needs to be lengthened from 390 feet 
to at least 465 feet and the addition of a 120-foot taper. The estimated cost for this improvement is 
between $120,000 to $150,000. There is no acceleration lane north of the intersection. A 960-foot 
acceleration lane with a 300-foot taper needs to be provided in the northbound direction. The cost is 
estimated to be $1 million. Acceleration/deceleration lanes should be designed based on standards 
within the latest Caltrans Highway Design Manual (HDM). The project is expected to generate 64 trips 
at the intersection in the PM peak hour and would contribute to 15.5 percent of the improvement costs.  

The fair share cost for these improvements are indicated in Table 1. 

The project is not adding any traffic to the westbound left-turn movement onto southbound Bolsa 
Road/SR 25 and therefore no lengthening of the acceleration lane is required. In addition, there is no 
northbound right-turn volumes added by the project and therefore the project is not required to install a 
northbound right-turn deceleration and turn lane.  

Fallon Road and San Felipe Road 
The project is to pay a fair share contribution to the existing signal that was previously installed at San 
Felipe Road and Fallon Road. The estimated cost of installing a traffic signal is approximately $750,000.   
(City to confirm what they paid for this signal) The project is expected to generate 19 trips at the 
intersection in the PM peak hour and should contribute to 3.10 percent of the traffic signal costs. The 
fair share cost for these improvements are indicated in Table 1. 
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Table 1 – Fair Share Contribution and Improvement Costs 

# Intersection Improvement 
Improvement 

Cost 
Fair Share 

Project 
Contribution 

1 
San Felipe Road 
and Flynn Road 

Construct a roundabout at the 
intersection 

$2,500,000 to 
$3,000,000 

5.15% 

$129,000 to 
$155,000 

Install acceleration and deceleration 
lanes along San Felipe Road 

$1,600,000 to 
$2,000,000 

$83,000 to 
$103,000 

Install a traffic signal $1,000,000 to  
$1,100,000 

$52,000 to 
$57,000 

2 
Bolsa Road/SR 
25 and Flynn 
Road 

Restripe to add a westbound left 
turn lane 

$10,000 
15.50% 

$1,500 

Install acceleration and deceleration 
lanes along Bolsa Road/SR 25 

$1,120,000 to 
$1,500,000 

$174,000 to 
$233,000 

3 
San Felipe Road 
and Fallon Road 

Contribute to the installation of the 
existing signal 

$750,000 3.10% $23,000 

 

 


